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SENSING EDGES

Company :  ___________________________________ City :  

E-mail :       ____________________________________ Telephone :  ________________________________

REFERENCE TS6 TS16S TS26C TS28 TS29 TS47 TS48 KS2002
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alu or 
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alu or 
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black
red

yellow
blackblack

 red
black
red

yellow

black
red

yellow

black
red

yellow
SENSING  EDGES

CHANNEL
MATERIAL

black black

END CAPS yes / no yes / no yes / no yes / no yes / no yes / no yes / no         yes / no

Your reference
XXXX|XXXX|X|X|X|XX|XX|XXXX|X

Mail to info@aet.fr or fax +33 (0)559 064 463

Name :      _________________________________    Position :    _______________________________

__________________________________

WIRING 
CONFIGURATION

alu or 
plastic

Ref / length / edge mounting channel / channel material / sensing edge housing colour / wiring positions / wiring configuration / wiring length / end caps

WIRING LENGTH 
(standard 5m)

powered and the relay contacts open, cutting off power to the machine. 
To provide a pressure-sensitive safety edges for leading edge protection, add a control unit.

The sensing edge operates when pressure, normally from a hand or foot, is applied to the surface of the sensor, the contact will close.
With a control unit, when a person presses on the sensing edges, it creates a short circuit. The control unit coils are no longer

 HOUSING COLOUR

YOUR DRAFT : drawing and description of your needs

FS (Safety Function - fail-safe 4 wires with PRSU4 control unit only)
SLR (Safety Function - single lead with 6,8 Kohms end of line resistor with PSSR2 control unit only) 

SL (Control Function - single lead 2 wires)

LENGTH IN 
MM 2

WIRING  
POSITIONS 3

MOUNTING
CHANNEL              angle    flat       angle    flat          angle   flat         angle  flat       angle   flat        angle  flat          angle     flat        flat

 FOR EDGES SYSTEM  2  

3  

1  
For sensing edges length > 1.9 m, the mounting channel will be
 cut in several pieces to facilitate the transport.

Wiring positions for standard sensing edges.

ISJO
Texte écrit à la machine
Flat mounting channel                 Angle mounting channel

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
(4 m max)

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
(no extra charge)

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
A - Lateral movement

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
B - Up and down movement

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
Top view, sensing edges	       actuated on the sides

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
Top view, sensing edgesactuated from below

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Rectangle

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
EE only with 4 wiresOE, the wire goes back in the sensing edges and is very angled(except TS6)

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
RH,LH, the wire goes back in the sensingedges and is very angled (except TS6)

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
1

JODAS퍻멐ᘀ蠀ᄨٺཨٺٺٺ퍴멝ᜀ耀ܻܻۨ֨ШܻӨܻ퍱멚᠀谀ᇨٺٺ༈ٺ
Texte écrit à la machine
See hereunder for edges system
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